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TILLÄGGSKRAV PÅ FARTYGS BRÄNSLERÖR 

Ändringar i SOLAS-konventionen 

Internationella sjöfartsorganisationens  (IMO) sjösäkerhetskommitté  har ändrat  1974  års inter-
nationella konvention om säkerheten för människoliv  till  sjöss genom  resolution MSC.3 1(63) så, 

 att punkterna  2.9 - 2.12  med tilläggskrav angående bränslerör har fogats  till  regel  15  i konven-
tionens  11-2  kapitel (bilaga  I).  

Enligt punkt  2.12  skall alla fartyg i internationell trafik som  är  byggda före  1.7.1998  uppfylla 
kraven i punkterna  2.9-2.11  senast  1.7.2003. I  fartyg med  en  maskineffekt av  375 kW  eller 
mindre vilkas bränsleinsprutningspumpar matar fler  än  ett insprutningsmunstycke kan lämplig 
kapsling användas som alternativ  till de  i punkt  2.9  avsedda mantlade rörledningarna.  

IMO  har gett ut  en  anvisning (MSC/Circ.647)  'Guidelines to minimize leakages from flammable 
liquid systems".  Bifogat publiceras  den del  av anvisningen som berör SOLAS-konventionens regel 

 11-2/I 5.2.9 - 15.2.11  (bilaga  2).  

Inspektion av bränslerören 

Passagerarfartygs bränslerör inspekteras av  en  inspektör från Sjöfartsverkets tekniska byrå 
tillsammans med  en hesiktningsman  från  den  regionala sjöfartsinspektionsbyrån. Ett intyg över 
utffird inspektion utffirdas. Redaren skall beställa inspektionen från Sjöfartsverkets tekniska byrå. 

Lastfartygs bränslerör inspekteras i samband med  den  sedvanliga årsbesiktningen och anteckning 
om utförd inspektion görs i besiktningsprotokollet. 
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BILAGA  1  

SOLAS-konventionen  11-2/15.2.9  -  15.2.12 
IMO Resolution  MSC.31(63)  

Regulation 15  -  Arrangements for oil fuel, lubricating oil and other flammable oils 

(Paragraphs 2.9 to 2.12 of this regulation apply to all ships) 

2.9 All external high-pressure fuel delivery lines between the high-pressure fuel pumps and fuel 
injectors shall be protected with a jacketed piping system capable of containing fuel from a high- 
pressure line failure. A jacketed pipe incorporates an outer pipe into which the high-pressure fuel 
pipe is placed, forming a permanent assembly. The jacketed piping system shall include a means 
for collection of leakages and arrangements shall be provided for an alarm to be given of a fuel 
line failure. 

2.10 All surfaces with temperatures above 220°C which may be impinged as a result of a fuel 
system failure shall be properly insulated. 

2.11 Oil fuel lines shall be screened or otherwise suitably protected to avoid, as far as practicable, 
oil spray or oil leakages onto hot surfaces, into machinery air intakes, or other sources of ignition. 
The number ofjoints in such piping systems shall be kept to a minimum. 

2.12 Ships constructed before 1 July 1998 shall comply with the requirements of paragraphs 2.9 
to 2.11 not later than 1 July 2003, except that a suitable enclosure on engines having an output of 
375 kW or less having fuel injection pumps serving more than one injector may be used as an 
alternative to the jacketed piping system in paragraph 2.9.  

BILAGA  2 

IMO  MSC/Circ.  647 "Guidelines to minimize leakages from flammable liquid systems" 
 Anvisningar angående SOLAS-konventionens regel  11-2/15.2.9-15.2.11 

Appendix 4  -  Jacketed High Pressure Fuel Lines 

1 Scope  

SOLAS  regulation 11-2115.2.9 requires all external high pressure fuel delivery lines between the 
high pressure fuel pumps and fuel injectors to be protected with a jacketed piping system capable 
of containing fuel from a high pressure line failure. A jacketed pipe incorporates an outer pipe into 
which the high pressure fuel pipe is placed forming a permanent assembly. The jacketed piping 
system is to include a means for collection of leakages and arrangements are to be provided for an 
alarm to be given of a fuel line failure. Regulation 11-2/15.2.12 will require existing ships to 
retrofit engines having an output greater than 375 kW. 

. 



2 Design 

Two systems have been successfully used in meeting this requirement, namely, rigid sheathed fuel 
pipe and flexible sheathed fuel pipe. In either case the sheathing is to fully enclose the pipe and is 
to resist penetration by a fine spray or jet of oil from a failure in the pipe during service. Also the 
annular space and drainage arrangements should be sufficient to ensure that in the event of 
complete fracture of the internal pipe, an excessive build up of pressure cannot occur and cause 
rupture of the sheath. The suitability of such pipes should be demonstrated by prototype testing. 
The drainage arrangement should prevent contamination of lubricating oil by fuel oil. 

3 Inspection and maintenance 

Regardless of the system selected, little additional maintenance or periodic inspection is required 
to keep the jacketed fuel lines in proper working order. However, jacketed pipes should be 
inspected regularly and any drainage arrangement which may have been disconnected for 
maintenance purposes should be refitted on completion of the task. 

Appendix 7  -  Insulation 

I Scope  

SOLAS  regulations 11-2/15.2.10, 11-2/15.3 and 11-2/15.4 require that all surfaces with temperatures 
above 220°C (430°F), which may be impinged as a result of a fuel oil, lubricating oil and other 
flammable oil system failure be properly insulated. This appendix provides guidance to comply 
with these regulations. 

2 Purpose 

Insulation of hot surfaces is primarily to reduce the risk of fire by reducing temperatures of 
surfaces below the auto-ignition temperature of oil fuel, lubricating oil or other flammable oils. 

3 Installation 

S Manufacturers instructions should be followed if available. Permanent insulation should be used 
to the greatest extent possible. Insulation should be provided with readily removable sections to 
allow access for normal maintenance. Where the insulation used is oil absorbent or may permit the 
penetration of oil, the insulation should be encased in steel sheathing or equivalent material. 

4 Inspection and maintenance 

A regular check of equipment should be made to confirm that the insulation is in place. When 
maintenance or repair to equipment has been carried out, checks should be made to ensure that the 
insulation covering the heated surfaces has been properly replaced. 

Appendix 3  -  Spray Shields 

I Scope  

SOLAS  regulations 11-2/15.2.11, 11-2/15.3 and 11-2/15.4, require oil fuel, lubricating oil and other 
flammable oil piping to be screened or otherwise suitably protected to avoid as far as practicable 
oil spray. This appendix provides guidance to comply with these regulations.  
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2 Application 

Spray shields are intended for use around flanged joints, flanged bonnets and any other flanged 
connection in oil pressure systems which are located above the floor plates and which have no 
insulation in way of the joints. The purpose of spray shields is to prevent the impingement of 
leaked or sprayed flammable liquid onto a hot surface or other source of ignition. (Refer to 
appendix 7, guidance for insulation of hot surfaces.) 

3 Design 

Many types of spray shields are possible and they need not necessarily be attached to the joint, or 
totally enclose the joint. An example of a spray shield which provides a total enclosure is given in 
figure 3.1. This spray shield is designed to wrap completely around the joint and is long enough to 
provide an overlap equal to one-quarter of the joints circumference. The shield is wrapped around 
the sides of the flange far enough to cover the heads of the bolts. The finished width is equal to or 
exceeds  "A+B+A".  The shield is laced tightly with wire and the overlap is pointed away from 
potential ignition sources. 

Fig 3.1 

4 Inspection and maintenance 

Spray shields should be inspected regularly for their integrity and any which have been removed 
for maintenance purposes should be refitted on completion of the task.  
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